
Ceiling Fan Beam Quick Reference Guide

Structural & Load Capacity

Cover Type Required Component Max Fan
Weight

Notes

Insulated Panel Factory Fan-Beam
Panel

30 lbs Must be ordered with kit;
cannot retrofit.

Non-Insulated
Panel

Surface Fan Beam +
Roof Panel Cap

30 lbs Install during assembly;
retrofit not recommended.

Pergola / Lattice Reinforced Mount Block Installer
dependent

Not engineered; customer
responsible.

W-Pan Carport Not compatible N/A Upgrade to flat-pan or
insulated roof.

Electrical Requirements (Performed by Licensed Electrician Only)
• UL-listed ceiling-fan-rated junction box required.
• Circuit must be GFCI-protected.
• All components must be damp-rated or wet-rated.
• Maintain minimum 7 ft blade clearance.
• If near a pool, structure must be bonded.

Installation Timing
• Insulated covers: Must order fan-beam panel with your kit.
• Non-insulated covers: Retrofit possible but not recommended.
• Plan wiring and conduit during installation.

Planning Guidelines
• Center fan over main seating area.
• Ideal blade height: 8–9 ft.
• Use multiple fans for wide covers (22–24 ft+).
• DC motor fans recommended for reduced vibration.
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